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TESSUTO QUADROTTE

INTARSITRAMA

UNIQUEFILO CHEVRON



DIVALORE

UNIQUE RECLAIMED WOOD

TRAMA

TESSUTO

FILO

CHEVRON

QUADROTTE

FROM 7 UP TO 20 FROM 100 UP TO 250 1,4/ 1,5

ABOUT 18 27 CIRCA 1,4/ 1,5

ABOUT 27 27 CIRCA 1,4/ 1,5

4,5 FROM 100 UP TO 200 1,4/ 1,5

9/11 60/70 2,0

100 100 2,0

INTARSI 100 100 1,5/3,5

58 mm

14/15 mm

110 mm

95/96 mm

14/15 mm

30 mm

2400 mm

80 mm

NAME SELECTIONSIZE *

WIDTH CM LENGHT CM THICKNESS CM

RECLAIMED WOOD

RECLAIMED WOOD

RECLAIMED WOOD

RECLAIMED WOOD

RECLAIMED WOOD

RECLAIMED WOOD

Structure: Prefinished oak with crossed fiber Conifer or Broadleaf wood support

Nominal wear layer*:                         Old Oak wood 4 mm thick

Surface:                                             Handmade bevel, uneven or brushed surface, hand filled knots

Installation:                                        - Glued down: Unique, Trama, Tessuto, Filo, Chevron, Quadrotte, Intarsi
                                                          - Floating: Unique, Quadrotte, Intarsi

Recommended application:               Residential

Installation on floor
heating systems:                                Allowed

Wood selection**:                              All wood grading

Processing :                                      Handcraft
 
Finish:                                               Oil + Wax_
                            Fine mixtures of water based pigments + high performances air dried oil + beeswax finish

Ordinary maintenance:                     Dusting pad - Vacuum cleaner.
                                                         Further coating with refresher “Re_Vita”.
                                                         Spread onto the surface with a soft well squeezed damp cloth

Extraordinary maintenance:             Cleaning with neutral detergent “Deter Oil” and a soft well squeezed damp cloth. Further coating with beeswax

Emissions:                                        The entire range of Salis finishes is compliant with CE regulation mark parameters

*: Meaning the wear layer thickness before the processing of the surface.

SKIRTING

Dimensions:
Height 80 mm
Lenght 2400 mm abt 
Thickness 14/15 mm

  

Dimensions:
Lenght 1000 mm abt
Thickness 14/15 mm 

Matching transition piece for all
colours of the Di Valore collection.

TRANSITION PIECE

Dimensioni:
Height 30 mm 
Depth 110 mm 
Length 1000 mm abt 
Thickness 14/15 mm 

Matching bullnose for all colours
of the Di Valore collection.

BULLNOSE

COMPLIMENTARY ITEMS

The skirting is made with the 
same wood and the same finish
of the flooring.

KIT OIL

BEESWAX

MAINTENANCE 

Ordinary and extraordinary maintenance program 
for oil or oil + wax finished floors.

Beeswax For a deep nourishment and regeneration 
of the reclaimed woods 

NAME FEATURES


