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UmBria

PiallaTo mono    CoUnTry

LARGH. CM LUNGH. CM SPESS. CM

18/20 from 70 UP To 240 1,4/1,5

PiallaTo mUlTi          9-14-19-23   CoUnTryfrom 70 UP To 240 1,4/1,5

PiallaTo Tavola    CoUnTry   14 from 70 UP To 240     10

sBoZZaTo mono    CoUnTry    18/20 from 70 UP To 240 1,4/1,5

legno
resina

cera

sBoZZaTo mUlTi          9-14-19-23    CoUnTryfrom 70 UP To 240 1,4/1,5

sBoZZaTo Tavola    CoUnTry   14 from 70 UP To 240     10

sCavaTo mono    CoUnTry18/20 from 70 UP To 240 1,4/1,5

sCavaTo mUlTi    CoUnTry9-14-19-23 from 70 UP To 240 1,4/1,5

sCavaTo Tavola    CoUnTry       14 from 70 UP To 240 10

58 mm

10-14/15 mm

110 mm

95/96 mm

14/15 mm

30 mm

2400 mm

80 mm

sKirTing

dimensions:
height        80 mm 
lenght        2400 mm about 
Thickness      13 mm

  

dimensions:
lenght       1000 mm 
Thickness     10-14/15 mm

matching transition piece for all colours of the Umbria Collection

TransiTion PieCe

dimensions:
height 30 mm
depth       110 mm 
lenght       1000 mm abt 
Thickness     10-14/15 mm 

matching bullnose for all colours of the Umbria Collection

BUllnose

ComPlimenTary iTems

matching skirting for all colours of the Umbria Collection

remark: Umbria Collection’s coordinated skirting is entirely hand finished. 
nevertheless, due to the different production timing and procedure, the finish of the 
skirting does not perfectly match the floor finish. furthermore, the skirting doesn’t 
have knots.

structure: Prefinished oak with crossed fiber Conifer or Broadleaf wood support

nominal wear layer*:                         european oak wood 4 mm (1/6”) thick

surface:                                             Bevel, handmade planing, uneven or brushed surface

installation:                                        mono and multi: glued down or floating; Tavola: glued down 

recommended application:               residential, commercial

installation on floor
heating systems:                               allowed

Wood selection**:                              CoUnTry_ Black filled knots of different dimensions and cracks 

Processing:                                       handcraft

finish:                                                legnoresina® cera_
legnoresina® cera is a revolutionary protection/resin developed by salis in order to provide the wood
flooring with never experienced before features of durability, reliability and performance

ordinary maintenance: dusting pad - vacuum cleaner.
Cleaning with neutral detergent “deter Wood” and soft well squeezed damp cloth 

extraordinary maintenance:              spread “re_vita” refresher onto the surface with a soft well squeezed damp cloth

emissions:                                         The entire range of salis finishes is compliant with Ce regulation mark parameters

*: meaning the wear layer thickness before the processing of the surface.
**: for further details on the selection’s standards please check the technical data sheet available at

the website salis.it/en/product-sheets

NAME SELECTIONSIZE 

KiT Wood

mainTenanCe 

ordinary and exTraordinary mainTenanCe 
Program for legnoresina® PieTra,
legnoresina® Cera, or varnish finished floors

NAME FEATURES

umbria


